
Air Purge Guide 
for PCME ElectroDynamic® Sensors
Air Purge Fittings

Standard Fitting (ACCAIR-S)

ACCAIR Body Probe 
Clamp Ring

1/4″ BSP 
Air Input

1/4″ BSP 
Air Input

FAPA Fitting (ACCSTB-S-250)

Standard Fitting for Insulated Rods (ACCAIR-I)

Passive/Active Fitting (ACCAIR-P)

8 mm OD Air Input

Air Can

Probe 
Clamp Ring

1/4″ BSP 
Air Input

5 mm 

5 mm 

5 mm 

Retaining 
Ring

ACCAIR Body Probe 
Clamp Ring

Technical Note TN053



High-Temperature Acid Stub Fitting (ACCSTB-H-600)

Low-Temperature Acid Stub Fitting (ACCSTB-H-250)

       Air Purge Regulators

1/4″ BSP Air Input

1/4″ BSP Air Input

Part No. Compatible Sensors Series1 Exclusions Limitations2

ACCAIR-S LEAK ALERT, VIEW, STACK, QAL VIEW Ex 820 VIEW Ex 800

ACCAIR-I LEAK ALERT, VIEW, STACK VIEW Ex 800/Ex 820 —

ACCAIR-P VIEW, STACK, QAL VIEW Ex 800/Ex 820 —

ACCSTB-S-250 LEAK ALERT, VIEW, STACK, QAL VIEW Ex 820 VIEW Ex 800

ACCSTB-H-250 LEAK ALERT, VIEW, STACK, QAL VIEW Ex 800/Ex 820 —

ACCSTB-H-600 STACK 
(uses Standard 250°C Sensor)

LEAK ALERT, VIEW, QAL, 
VIEW Ex 800/Ex 820 —

ACCAIR-FFR LEAK ALERT, VIEW, STACK, QAL — —

ACCAIR-FFRC LEAK ALERT, VIEW, STACK, QAL — —
1 Only applies to the ElectroDynamic® product range
2 Use of Air Filter Regulator may invalidate ATEX certification. Please consult ENVEA or our local representative.

ACCAIR-FFR ACCAIR-FFRC

AIR IN (1/4″ BSP)

Regulator to control 
delivery pressure

Outlet air 
pressure gauge

Wall mounting 
bracket

Pre-Filter, nominal filter 
rating for particulate >5 μm

Secondary filter for particulate 
>0.01 μm and oil

AIR OUT 
(∅ 10 mm) Flow meter 

with control

Output flow 
control

AIR IN 
(1/4″ BSP)

AIR OUT 
(1/4″ BSP)

Regulator to control 
delivery pressure

Air Filter Regulator Air Filter Regulator with Flow Control

P
u

b
lic

at
io

n
 P

ar
t 

N
o

. 4
9

10
2

3
 v

3
.1 

(0
1/

2
0

19
) 

Part of the ENVEA Group

ENVEA UK
Clearview Building 60 Edison Road
St. Ives / Cambs - UK PE27 3GH

+44 (0)1480 468200
contact.gb@envea.global www.enveauk.global


